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AC - CS  Counting Scale
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Zero, Tare, Q’ty, Unit Weight Setting Function
Alarm Operating
Attractive Design and Easy Operating
Easy-To-Read VFD Display
Die Casting Platform & Stainless steel Weighing Pan
Auto Calibration & Auto Zero Tracking

DIMENSIONS
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DIMENSIONS
Unit : mm

FEATURES

Low Profile Simple Design Easy Operating
Zero, Tare, Q’ty, Unit Weight Setting Function
Easy-To-Read VFD Display

FEATURES
Model

Weighing Capacity

Display Digit 

Power Source

Power Consumption

Operating Temperature

Platter Size(mm)

Dimensions(mm)

Product Weight

25AC 50AC 100AC

25kg 5g 50kg 10g 100kg 20g

Count / Weight / Unit Weight (5 / 5 / 5)

AC 110 / 220V, 50 / 60Hz

Approx. 7 W

-10 C ~ +40 C 

390(W) 510(D)

420(W) 610(D) 825(H) 

19kg

SPECIFICATIONS  

SPECIFICATIONS  
Model

Weighing Capacity

Display Digit 

Display Designators

Power Source

Power Consumption

Operating Temperature

Platter Size(mm)

Dimensions(mm)

Product Weight

2.5CS 5CS 10CS 25CS

2.5kg 0.5g 5kg 1g 10kg 2g 25kg 5g

Count / Weight / Unit Weight (5 / 5 / 5)

Zero, Tare, Lacked Sample, Lacked Unit weight

AC 110 / 220V, 50 / 60Hz

Approx. 7W

-10 C ~ +40 C 

340(W) 215(D)

350(W) 325(D) 105(H) 

5.3kg

AC TYPE CS TYPE


